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Container: 


Type:  Container,  Steel,  with  Removable  Cover 

UN  Code:  4A1 

Nomenclature:  Shipping  &  Storage  Container,  Cartridge:  30mm  XM592 
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BACKGROUND: 


This  report  contains  the  testing  and  test  results  performed  on  the  30mm  cartridge.  The 
XM592  container  (PN  10542565)  will  pack  nine  different  types  of  30mm  cartidges  in  accordance 
with  drawing  no.  12902718.  Since  all  nine  types  are  packed  identically  and  have  the  same 
weight,  the  inert  30mm  cartridge  was  used  for  the  Performance  Oriented  Packaging 
certification.  Test  were  performed  in  accordance  with  Performance  Oriented  Packaging  test 

regulations.  —  -  ,  — - 
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3.  TEST: 


Containers  were  dropped  once  each  from  1.2  meters  (4  feet).  The  containers  were  dropped 
on  a  3  inch  solid  steel  plate  reinforced  by  18  inches  of  crushed  rock  in  5  different 
orientaions.  The  orientations  were  as  follows: 


Bottom 

Top 

Side,  long 
Side,  short 
Bottom  corner 

All  drops  were  conducted  at  ambient  temperature. 

4.  RESULTS: 

The  containers  passed  all  tests  since  none  of  the  contents  were  discharged.  They  are 
considered  safe  for  international  transportation  in  accordance  with  Performance  Oriented 
Packaging  regulations. 
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